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to such information already on file 
with the Commission. 

(2) A technical report pursuant to 
§§ 18.207 and 18.311. 

(b) Consumer ultrasonic equipment 
generating less than 500 watts and op-
erating below 90 kHz, and non-con-
sumer ISM equipment shall be subject 
to verification, in accordance with the 
relevant sections of part 2, subpart J of 
this chapter. 

(c) Grants of equipment authoriza-
tion issued, as well as on-site certifi-
cations performed, before March 1, 1986, 
remain in effect and no further action 
is required. 

[50 FR 36067, Sept. 5, 1985, as amended at 63 
FR 36603 July 7, 1998]

§ 18.207 Technical report. 
When required by the Commission a 

technical report shall include at least 
the following information: 

(a) A description of the measurement 
facilities in accordance with § 2.948. If 
such a description is already on file 
with the Commission, it may be in-
cluded by reference. 

(b) A copy of the installation and op-
erating instructions furnished to the 
user. A draft copy of such instructions 
may be submitted with the application, 
provided a copy of the actual document 
to be furnished to the user is submitted 
as soon as it is available, but no later 
than 60 days after the grant of the ap-
plication. 

(c) The full name and mailing address 
of the manufacturer of the device and/
or applicant filing for the equipment 
authorization. 

(d) The FCC Identifier, trade name(s), 
and/or model number(s) under which 
the equipment is or will be marketed. 

(e) A statement of the rated tech-
nical parameters that includes: 

(1) A block and schematic diagram of 
the circuitry. 

(2) Nominal operating frequency. 
(3) Maximum RF energy generated. 
(4) Electrical power requirements of 

equipment. 
(5) Any other pertinent operating 

characteristics. 
(f) A report of measurements, includ-

ing a list of the measuring equipment 
used, and a statement of the date 
whenthe measuring equipment was last 
calibrated and when the measurements 

were made. The frequency range that 
was investigated in obtaining the re-
port of measurements shall be indi-
cated. See also §§ 18.309 and 18.311. 

[50 FR 36067, Sept. 5, 1985, as amended at 63 
FR 36603, July 7, 1998]

§ 18.209 Identification of authorized 
equipment. 

(a) Each device for which a grant of 
equipment authorization is issued 
under this part shall be identified pur-
suant to the applicable provisions of 
subpart J of part 2 of this chapter. 
Changes in the identification of au-
thorized equipment may be made pur-
suant to § 2.933 of part 2 of this chapter. 
FCC Identifiers as described in §§ 2.925 
and 2.926 of this chapter shall not be 
used on equipment subject to 
verification or Declaration of Con-
formity. 

(b) Devices authorized under the Dec-
laration of Conformity procedure shall 
be labelled with the logo shown below. 
The label shall not be a stick-on, paper 
label. It shall be permanently affixed 
to the product and shall be readily visi-
ble to the purchaser at the time of pur-
chase, as described in § 2.925(d) of this 
chapter. Permanently affixed means 
that the label is etched, engraved, 
stamped, silkscreened, indelibly print-
ed, or otherwise permanently marked 
on a permanently attached part of the 
equipment or on a nameplate of metal, 
plastic, or other material fastened to 
the equipment by welding, riveting, or 
a permanent adhesive. The label must 
be designed to last the expected life-
time of the equipment in the environ-
ment in which the equipment may be 
operated and must not be readily de-
tachable. The logo follows:

[63 FR 36603, July 7, 1998]

§ 18.211 Multiple listing of equipment. 
(a) When the same or essentially the 

same equipment will be marketed 
under more than one FCC Identifier, 
equipment authorization must be re-
quested on an FCC Form 731 for each 
FCC Identifier. 
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(b) If equipment authorization for ad-
ditional FCC Identifiers is requested in 
the initial application, a statement 
shall be included describing how these 
additional devices differ from the basic 
device which was measured and stating 
that the report of measurements sub-
mitted for the basic device applies also 
to the additional devices. 

(c) If equipment authorization for ad-
ditional FCC Identifiers is requested 
after a grant has been issued by the 
FCC for the basic device, the applica-
tion may, in lieu of the report of meas-
urements, be accompanied by a state-
ment including: 

(1) FCC Identifier of device for which 
measurements are on file with the 
FCC. 

(2) Date when equipment authoriza-
tion was granted for the device(s) listed 
under paragraph (c)(1) of this section 
and the file number of such grant. 

(3) Description of the difference be-
tween the device listed under para-
graph (c)(1) of this section and the ad-
ditional device(s). 

(4) A statement that the report of 
measurements filed for the device list-
ed under paragraph (c)(1) of this sec-
tion applies also to the additional de-
vice(s). 

(5) Photographs pursuant to 
§ 2.1033(c).

§ 18.212 Compliance information. 

(a) Equipment authorized under the 
Declaration of Conformity procedure 
shall include the following compliance 
information in lieu of the information 
required by § 2.1077. 

(1) Identification of the product, e.g., 
name and model number. 

(2) A statement similar to the fol-
lowing:

This device complies with Part 18 of the FCC 
Rules.

(3) The name and address of the re-
sponsible party as defined in § 2.909 of 
the rules. This party must be located 
within the United States. 

(b) The compliance information may 
be placed in the instruction manual, on 
a separate sheet, or on the packaging. 
There is no specific format for this in-
formation. 

[63 FR 36603, July 7, 1998]

§ 18.213 Information to the user. 

Information on the following matters 
shall be provided to the user in the in-
struction manual or on the packaging 
if an instruction manual is not pro-
vided for any type of ISM equipment: 

(a) The interference potential of the 
device or system 

(b) Maintenance of the system 
(c) Simple measures that can be 

taken by the user to correct inter-
ference. 

(d) Manufacturers of RF lighting de-
vices must provide an advisory state-
ment, either on the product packaging 
or with other user documentation, 
similar to the following: This product 
may cause interference to radio equip-
ment and should not be installed near 
maritime safety communications 
equipment or other critical navigation 
or communication equipment oper-
ating between 0.45–30 MHz. Variations 
of this language are permitted provided 
all the points of the statement are ad-
dressed and may be presented in any 
legible font or text style. 

[50 FR 36069, Sept. 5, 1985, as amended at 51 
FR 17970, May 16, 1986; 64 FR 37419, July 12, 
1999]

Subpart C—Technical Standards

§ 18.301 Operating frequencies. 

ISM equipment may be operated on 
any frequency above 9 kHz except as 
indicated in § 18.303. The following fre-
quency bands, in accordance with 
§ 2.106 of the rules, are allocated for use 
by ISM equipment:

ISM frequency Tolerance 

6.78 MHz ............................... ±15.0 kHz 
13.56 MHz ............................. ±7.0 kHz 
27.12 MHz ............................. ±163.0 kHz 
40.68 MHz ............................. ±20.0 kHz 
915 MHz ................................ ±13.0 MHz 
2,450 MHz ............................. ±50.0 MHz 
5,800 MHz ............................. ±75.0 MHz 
24,125 MHz ........................... ±125.0 MHz 
61.25 GHz ............................. ±250.0 MHz 
122.50 GHz ........................... ±500.0 MHz 
245.00 GHz ........................... ±1.0 GHz 

NOTE: The use of the 6.78 MHz ±15 kHz fre-
quency band is subject to the conditions of 
footnote 524 of the Table of Allocations. See 
§ 2.106.

VerDate jul<14>2003 08:21 Dec 10, 2003 Jkt 200191 PO 00000 Frm 00787 Fmt 8010 Sfmt 8010 Y:\SGML\200191T.XXX 200191T


